Expondable Junk Catcher
Add-on (EJC-A)

Description
Our EJC-Ais an add-on feature to our existing Bridge Plugs. It ensures that potential junk is caught inside a

basket on top of the plug, and eases the retrieval of plugs in debris challenging operations. When assembled to a
Bridge Plug the EJC-A funnels debris into the catcher where a flapper keeps the debris separated from the Plug.

The EJC-A and Bridge Plug can be set and retrieved in just one run, it's set with a standard setting tool and is
designed with a GS style fish neck for retrieval from the wellbore.

Application

The EJC-A provides a safe solution to effectively collect debris within the wellbore.
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Expondable Junk Catcher

Add-on (EJC-A)

Benefits

e Can be run on Wire Line.
e Other sizes available upon request.

e Set and retrieve the EJC-A and
Bridge Plug in one run.

e Retrieve with standard GS with
DU and dedicated prong.

¢ Innovative swab-cup that effectively
funnels debris into the catcher.

Technical Specifications

Model Csg Size Csg Wt GS oD ID Length Weight
252-350 EJC-A 3 %" 7.7-12.7 Ibs./ft 2.5" 2.52" 11" 1878mm  20.6kg

325 - 450 EJC-A 4 %" 10.5 - 16.9 Ibs./ft 3" 3.25" 1.3" 1887 mm  60.2 kg
342 - 450 EJC-A 4 %" 10.5 - 16.9 Ibs./ft 3" 3.42" 1.46" 1823 mm  60.2 kg
420 - 550 EJC-A 5k 15.5 - 23 Ibs./ft 4.5" 4.2" 1.46" 1847 mm  48.8 kg
550 - 700 EJC-A 7" 26 - 35 Ibs./ft 6" 5.5" 1.46" 1993 mm  91.6 kg
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